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Manual motor protectors

Type MS116

Type MS132

Type MS45x

Type MS49x
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Single motor applications, suitable as motor disconnect

Group motor installation

Devices suitable for these applications

General information
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General information

Combination motor controllers Types E & F

Definitions

Devices suitable for these applications
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General information

Horsepower to full-load Amperes for AC induction motors
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General information

Pilot duty ratings for AC control circuit contacts

Pilot duty ratings for DC control circuit contacts

Overload trip classes

Max. thermal

current

Max. voltage
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Type MS116

MS116 Electrical ratings 1

2

MS116 Short circuit current ratings (kA)
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Suitable applications:

 disconnect
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Type MS132

MS132 Electrical ratings 1
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MS132 Short circuit current ratings (kA) 3
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Suitable applications:

disconnect

 -  Type E

 -  Type F
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Type MS450 / MS451

MS450 / MS451 Electrical ratings 1
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Suitable applications:

disconnect

 -  Type E
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Type MS450 / MS451

1 
2 
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Suitable applications:

disconnect

 -  Type E

MS450 / MS451 Short circuit current ratings (kA)
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Type MS495 / MS496

MS495 / MS496 Electrical ratings 1
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MS495 / MS496 Short circuit current ratings (kA)
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Suitable applications:

disconnect

 -  Type E
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Accessories

Auxiliary contacts

Signalling contacts

Trip units



AC1010

Actuation tables

Operator positions

1

Auxiliary and signaling contact actuation tables

1
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Accessories

Three phase busbar

Three phase feeder terminals

Terminal shrouds
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Accessories

SMISSLINE busbar adaptors for types MS116 / MS132

SMISSLINE busbar combi modules for types MS116 / MS132 + 

AF Contactors

Accessories

Locking accessories                                    

Complete kits through-door hardware - Types 1, 3R, 12 and IP 64
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Accessories

Door mount kits - Type 12 & IP 65

Through-door hardware - Types 1, 3R, 12 and IP 64

Enclosures - Type 12 & IP 65

Enclosures - Type 3R
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Accessories

Close couplers for contactors

 Close couplers for softstarters
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Accessories

Current limiters

1
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MS132 Short circuit current ratings using S803W current limiters (kA)
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Connection diagrams

Connection diagrams
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General accessory mounting layout

MS116

MS132
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Main circuit – Utilization characteristics according to UL/CSA

Motor rating, three phase

Technical data - UL/CSA



AC1010

1

Main circuit – Utilization characteristics according to IEC/EN

Short-circuit breaking capacity and back-up fuses

Technical data - IEC/EN
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General technical data

Main circuit – Connecting characteristics

Technical data
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Main circuit – Utilization characteristics according to UL/CSA

Motor rating, three phase

Technical data - UL/CSA
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Main circuit – Utilization characteristics according to IEC/EN

Short-circuit breaking capacity and back-up fuses

Technical data - IEC/EN
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General technical data

Main circuit – Connecting characteristics

Technical data
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Technical data

General technical data

Connecting characteristics

General technical data

Connecting characteristics
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Technical data

Contact utilization characteristics per IEC

Contact utilization characteristics per UL/CSA

Connecting characteristics
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Technical data - UL/CSA

Main circuit – Utilization characteristics according to UL/CSA

Motor rating, three phase

Types MS450 / MS451

Types MS495 / MS496
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Main circuit – Utilization characteristics according to IEC/EN

Short-circuit breaking capacity and back-up fuses

Short-circuit protection MS45x

Short-circuit protection MS49x

Technical data - IEC/EN
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Technical data

General technical data

Main circuit – Connecting characteristics



AC1010

Technical data

General technical data

Main circuit – Connection characteristics

General technical data

Connection characteristics
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Technical data

General technical data

Main circuit – Connecting characteristics
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Approximate dimensions
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Approximate dimensions
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Notes
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